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Ardaman & Associates, Inc.
Geotechnical, Environmental and
Materials Consultants
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SANITARY
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LOCATION OF PUBLIC WATER SYSYEM MAINS IN ACCORDANCE WITH F.A.C. RULE 62-555.314

Other Pipe Horizontal Separation

Storm Sewer,
Stormwater Force Main,
Reclaimed Water (2)

Water Main

3 ft. minimum

Crossings (1)

Water Main

12 inches is the minimum,
except for storm sewer, then
6 inches is the minimum and
12 inches is preferred

Water Main

Alternate 3 ft. minimum

Joint Spacing @ Crossings
(Full Joint Centered)

Alternate 3 ft. minimum
Water Main

Vacuum Sanitary Sewer 10 ft. preferred
3 ft. minimum

Water Main

Water Main
12 inches preferred
6 inches minimum

Alternate 6 ft. minimum
Water Main

Gravity or Pressure
Sanitary Sewer,
Sanitary Sewer Force Main,
Reclaimed Water (4)

On-Site Sewage Treatment &
Disposal System

10 ft. preferred
6 ft. minimum (3)

Water Main

12 inches is the minimum,
except for gravity sewer, then
6 inches is the minimum and
12 inches is preferred

Water Main

10 ft. minimum ---

(1) Water main should cross above other pipe. When water main must be below other pipe, the minimum separation is 12 inches.
(2) Reclaimed water regulated under Part III of Chapter 62-610, F.A.C.
(3) 3 ft. for gravity sanitary sewer where the bottom of the water main is laid at least 6 inches above the top of the gravity sanitary sewer.
(4) Reclaimed water not regulated under Part III of Chapter 62-610, F.A.C.

Disclaimer – This document is provided for your convenience only. Please refer to F.A.C. Rule 62-555.314 for additional construction requirements.

---

PINELLAS COUNTY

11
2" OR 2" METERED RECLAIMED WATER SERVICE

DETAIL

OFFSET AIR RELEASE ASSEMBLY
FOR 4"-12" AND LARGER SANITARY SEWER

(ABOVE GROUND) DETAIL

PINELLAS COUNTY
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SECTION

M.H. DIAMETER TABLE

SPECIAL M.H.
5'-0"
4'-0"

> 36"
27" - 36"
8" - 24"

MANHOLE DIA "M" PIPE DIA "D"

E

FILLET
CONC.

1
2

M
AX

.

9"

3'-0" DIA.

M (SEE TABLE)

2'
-0

"

MANHOLES AND RING & COVER ASSEMBLES
NOTE: SHOP DRAWINGS REQ'D ON ALL

PLAN

#5 REINFORCING IN 7" SLAB ON TOP OF
SHALLOW MANHOLES WHERE CONE IS

OMITTED 10" O.C.E.W.

THE CONE IS OMITTED AND A SLAB
AS SHOWN IS USED WHEN THE "E"

DIMENSION IS LESS THAN:

 E 
5'-0"
5'-2"
5'-4"
5'-7"
5'-10"

EFFLUENT
 SEWER 

8"
10"
12"
15"
18"

7"TOP SLAB (WHERE CONE OMITTED)

ALL INTERIOR & EXTERIOR SURFACES 

A MINIMUM OF TWO COATS (16 MIL. MIN.)
OF COAL TAR EPOXY.

FOR MANHOLES WITH F.M. TERMINATIONS

NOTE:
     ALL PRECAST CONC.

     RING TYPE MANHOLES
     TO HAVE OFFSET

     CONES.

BASES ARE TO BE
PRECAST MONOLITHIC
W/ 1st RISER SECTION

PRECAST MANHOLE CONFORMING
TO ASTM SPEC C478

O.D. OF M.H. WALL + 12"

KOR-N-SEAL COUPLING
AT ALL CONNECTIONS

OF EACH SECTION
RAM-NEK SEALER @ JOINT

9" COMPACTED STONE
8" MIN.

INTERIOR TO BE FIBERGLASS LINED

NOTE: SHOP DRAWINGS REQ'D ON ALL
MANHOLES AND RING & COVER ASSEMBLES

MANHOLE FRAME AND COVER EQUAL 
TO USF 227 AS ORS (410 LBS. TOTAL

WEIGHT FOR FRAME AND COVER)

HDPE MANHOLE ADJUSTING RINGS AS
MANUFACTURED BY LADTECH, INC. AS

REQUIRED (12" MAXIMUM) INTERIOR TO
BE SEALED WITH COAL TAR EPOXY 

(INCLUDING BENCH AND TROUGH)
OF MANHOLES TO BE COATED WITH

AGGREGATE

(16 MIL. MINIMUM)
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